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HI4200 Series  Panel Monitoring Digital Process Meter

Feature

• Universal input mode(mV, V, T/C, RTD & 2wire mA)
• Analog output signals : 4~20 mA, 1~5V DC
• Display ranges : 4 digit -999~9999
• Universal power supply 85~260 V AC or 90~260 V DC
• Built-in transmitter power supply 24 V DC
• 2 Alarm contacts
• Red LED display unit

Applications

A wide range of application for industrial and commercial 

required such as precess control and monitoring

Input

Output
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Wiring 

Ordering Information

In Put
E : 1~5V

H : 4~20 mA

Model Name
HI4200

Unit
M : Mpa 

B : bar  

P : psi

K : kgf/cm²

Out Put
H : 4~20 mA  

R : H/L Alarm 

Process Connection
L : Linear  

R : Reverse  

Q : SQURT

H I 4 2 0 0 0 H 1 0 M M H L
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P601LI Series  Loop Powered Process Indicator

Feature

• High reliability loop power operated process digital indicator
• Low voltage drop & long term stability
• Versatility of seven engineering units
• Customized LCD display with backlight
• Explosion Proof(Ex d II C T6)
• 

Applications

The P601LI Loop powered process indicator for process loop monitoring

• Hydraulic and pneumatic system
• Regulation system of transmission line LPG and LNG
• Machine tools and automatic machinery
• Flow control and water treatment

• Equipments for chemical petrochemical industry
• Automation system and plant engineering
• Liquid level measuring loop monitoring
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Dimension(mm)

Ordering Information

Model Name
P601LI :    

Loop powered 

Digital process indicator

Electrical cable entry
T : G(PF) 1/2" Female

Display Unit
A : %

B : bar

C : ˚C 

F : ˚C 

G : mmHg

H : mmH2O

T : torr

Display Value
 

P 6 0 1 L I 0 0 0 1 0 M A O O T
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Feature

• Pressure transmitter for SF6-Gas applications
• Measuring ranges from 0~1.63 to 11.33 bar abs.
• Advanced Piezoresistive measuring cell
• Wetted parts of all welded stainless Steel.
• Enclosure IP65

Applications

in SF6-Gas density monitoring and control.

S401 Series  SF6-Gas Density Transmitter

Input

Output
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Dimension(mm)

Ordering Information

M : MPa 

B : bar 

P : psi  

K : kgf/cm²  

H : mmH2O 

G : mmHg 

T : torr 

Pressure UnitModel Name
S401 : SF6 Gas Density Transmitter

Electric Connection
D : DIN 43650

C : Cable

M : M12 Connector

Pressure Sensor
P : Piezo-Resistive

H : SOS

Pressure Type
A : Absolute

G : Gauge

Out Put
H : 2Wire  4~20 mA  

E : 3Wire  1~5 V  

F : 4Wire  4~20 mA 

Pressure Range
Refer to pressure range code

Process Connection
F : PF1/2" V : VCR

N : NPT1/2" O : Others 

S 4 0 1 0 A H 0 0 0 1 0 M B P F D
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Pressure Transducer & Transmitter
Installation and Wiring




